4 Ports LAN Transformer 10/100/1000 Base - GB47201B

MECHANICAL SPECIFICATIONS
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100/1000 BASE-T TRANSFORMER MODULES

ELECTRICAL SPECIFICATIONS @ 25°C

Designed to meet IEEE 802.3ab requirement, including 350uH OCL with 8mA bias
Compliance with ROHS requirements
Operating Temperature range: 0°C ~ +70°C
Storage Temperature range: -25°C ~ +125°C
Package : 7PCS/Bar ; 2016PCS/ Export Carton

Part Insli;’;;on Return Loss DCMR Crosstalk
Number (dB Max) (dB Min) (dB Min) (dB Min)
Fre 1-100 1-30 40 50 60-80 | 100 30 60 100 30 60 100
g MHz MHz MHz | MHz MHz MHz MHz MHz MHz | MHz | MHz | MHz
GB47201B -1 -18 -14.4 | -13.1 -11 -10 -40 -35 -30 -40 -35 -30
Continue
Part g)ﬁ;a&ﬂz%'?\)/ Turns Ratio Cwiw L.L(uH Max) Hi-pot
Number with DC8mA'Bias (TX:RX+5%) (pF Max) @100KHz/0.1V P
GB47201B 350 1CT:ACT 120 0.5 1500Vrms
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