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Balun Transformers - YB001T Series 

EXTERNAL DIMENSIONS                                                 (Unit:mm)  

                              

 

 

 

 

 

Part  

Number 

Winding 

Turns 

Operating Frequency 

Range 
Insertion Loss 

Pin Connection 

Fig. 

DOCSIS 2.0   

YB001T-225TS 

YB001T-336TS-1S 

2 x 2  5 

3 x 3  6 

 5MHz ~ 100MHz 

 1MHz ~ 85MHz 

2.0 

1.0 

dB Max. 

dB Max. 

 

 

        2 
DOCSIS 3.0 

YB001T-228TS 2 x 2  8  5MHz ~ 85MHz 3.5 dB Max.  
 

Double Balanced Mixer 

YB001T-1003AS 

YB001T-1005AS 

YB001T-1008AS 

YB001T-1011AS 

YB001T-1012AS 

YB001T-1013AS 

3 x 4 

2 x 4 

4 x 4 

5 x 4 

1 x 4 

2 x 4 

8MHz ~ 800MHz 

400MHz ~ 1.3GHz 

6MHz ~ 600MHz 

5MHz ~ 500MHz 

50MHz ~ 400MHz 

10MHz ~ 1.0GHz 

     3.5 

4.0 

2.5 

2.0 

10.0 

6.0 

dB Max. 

dB Max. 

dB Max. 

dB Max. 

dB Max. 

dB Max. 

1 

Frequency Mixer       

YB001T-1024AS 

YB001T-1052AS 

YB001T-1085AS 

YB001T-1086AS 

YB001T-1087AS 

 3 x 2  3 

 2 x 2  2 

 1 x 2  1 

 4 x 2  4 

 5 x 2  5 

    3.5MHz ~ 470MHz 

9MHz ~ 350MHz 

— 

2.2MHz ~ 400MHz 

1.5MHz ~ 300MHz 

3.0 dB Max. 2 

Directional Coupler 

YB001T-1006AS 

 

YB001T-1007AS 

 

YB001T-1015AS 

 

5 

 

6 

 

4 

 

 6MHz ~ 600MHz 

IN to OUT-1 

IN to OUT-2 

IN to OUT-1 

IN to OUT-2 

IN to OUT-1 

IN to OUT-2 

0.9 dB Max. 

13~16 dB 

0.8 dB Max. 

15~17 dB 

1.3 dB Max 

11~14 dB 

3 

Features 
◼ Windings use paired wires for high uniformity. 

◼ Base pins are end proccessed to allow direct mounting on PCB. 

Applications 
◼ Double balanced  mixers, broad-band transformers, impedance transformers, etc. 

 

Schematic 
 

 

 

 

 

 

 

 

 

    Double Balanced Mixer            Mixer Transformer             Distributor    

                      Fig.1                         Fig.2                        Fig.3         


