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Power Choke(Alloy) – YCDM4020AT Series    
EXTERNAL DIMENSIONS                                                (Unit: mm) 
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Type A B C D H I J Fig 

YCDM4020AT 4.0±0.3 4.0±0.3 1.80±0.2 1.20±0.2 3.70±0.2 1.30 1.60 2 

 

YCDM4020AT (Alloy)Sreies 

Part  

Number 

Inductance 

L(uH) 

Test 

Frequency 

(KHz) 

DC 

Resistance   

(mΩ)Max./Typ. 

Idc1 

(Isat)  

(A)Max./Typ. 

Idc2 

(Irms) 

(A)Max./Typ. 

YCDM4020AT-R24M 0.24 100 17/13 14.0/17.0 6.0/7.0 

YCDM4020AT-R33M 0.33 100 20/15 13.0/16.0 5.9/6.8 

YCDM4020AT-R47M 0.47 100 22/16 11.0/12.0 5.9/6.8 

YCDM4020AT-R68M 0.68 100 24/19 9.0/11.5 5.8/6.7 

YCDM4020AT-1R0M 1.0 100 28/23 8.7/11.0 5.8/6.7 

YCDM4020AT-1R5M 1.5 100 38/32 7.7/9.6 5.2/6.0 

YCDM4020AT-2R2M 2.2 100 56/46 6.0/7.5 4.0/4.8 

YCDM4020AT-3R3M 3.3 100 88/73 4.7/5.9 3.4/4.0 

YCDM4020AT-4R7M 4.7 100 115/95 4.0/4.9 2.8/3.3 

YCDM4020AT-6R8M 6.8 100 160/130 43.0/4.2 2.4/2.8 

YCDM4020AT-8R2M 8.2 100 220/175 2.9/3.8 2.1/2.4 

YCDM4020AT-100M 10 100 220/190 2.8/3.5 2.0/2.35 

YCDM4020AT-150M 15 100 400/305 2.1/2.8 0.7/0.98 

YCDM4020AT-220M 22 100 545/415 1.3/1.5 1.1/1.3 

NOTE: Tolerance value: M = ±20% 

 

Test Conditions 
◼ Idc1(Isat) base on inductance change△L / L0A：drop 30% Max.  

◼ Idc2(Irms) base on Temp. rise △T：40℃ Max.. 

◼ Operating Temperature : -40℃~ +125℃. 

 

 

 

 


